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Rechargeable Lithium-lon Battery with
ALI-243 "State of Charge Display"
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Typically Used in

Manpack Transceiver PR4G
Replacement for or Compatible with

Ali-116
Recommended Charger Required Adapter
ALT-170B BTA-70589, BTA-70589A
BTC-70844 BTA-70589, BTA-70589A
BTC-70819 BTA-70589, BTA-70589A
When Ordering Specify P/N: PP-8498/U (BTC-70801) BTA-70589, BTA-70589A
BT-70493 BTC-70480S N/A
Technical Data
National Stock Number 6140-14-553-4062
BTPartNo. BT-70493
Dimensions Length: 10.86in (276 mm)Width: 3.11in(79mm)Height: 2.80in (71 mm)
Weight 3.6Lbs(1.65KQ)
Voltage 144V
Capacity 144Ah
Operating Temperature Range -35°Cto +70°C(-31°F to +158°F)
Storage Temperature -40°Cto +50°C(40°F to +122°F)
Connector Side MountedConnector
State of Charge Display 5 SegmentLCD'swith Constant Display
Packaging UnitBox 1 per; Master Carton 12 per; Weight 48 Ibs (21.77 Kg); Cubes: 1.0t (0.3m?)
Disposal Environmentally safe - See Material Safety Data Sheet(MSDS)

26 Avenue de I'UMA, Tunis Carthage 2035 - ARIANA, TUNISIA Tel +216 71 940 200
Fax +216 71 940 964 Email : hajem.moncef@gpe.com.tn

web site : www.gpe.com.tn


mailto:moncef@gp-energetiques.com
http://www.gp-energetiques.com/

	Typically Used in
	Replacement for or Compatible with

