BYA-63 series ZBENY

Weatherproof
AC Isolating Switch

Application
1P & 2P & 3P ZJIBENY AC Isolator Switch with super waterproof and dustproof function, can
20A, 35A, 63A effectively prevent entry of dust, oil, in the rain or strong water will not affect the use

of product performance; have anti-corrosive, UV protection, cold resistant, high
temperature resistant, anti-aging characteristics. Included in the range is single,
double and triple pole switches from 20A to 63A. The base mounted mechanism
provides for easier termination and more wiring room.

Features

High visibility ON/OFF indication
4pcs screws for high strength locking
IP66 & UV Resistance

Conduit entries on top and bottom
Pad-lockable handle
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Parameter
Type BYA-63
Pole 1Pole 2Pole 3Pole
Rated operational current (/e) 20A 35A 63A 20A 35A 63A 20A 35A 63A
Rated operational voltage (Ue) 250V 250V 250V 440V 440V 440V 440V 440V 440V §
Standard IEC60947.3 AC-22A %
Rated frequency 50Hz 3
Rated insulation volateg (Ui) 1000V 8..
Rated impulse withstand voltage (Uimp) 2.5kV E
Short time withstand current (/cw) 750A g
Short circuit making capacity (/cm) 1.5kA §
Free air thermal current (/th) Same as le «
Enclosed thermal current (/the) Same as le
Dielectric properties 800V
Mechanical life 10000
Electrical life 1500
Protection degree P66
UV Resistance Yes
e s Color Gray
Conduit entries 4xM25
Padlock max diameter 6mm
Max. cable size (Mains) 25mm’
Max. cable size (N/E) 16mm*
Approved SAA, RCM, CE
Locked rotor 3 @, “M” rating Locked rotor 1 &, “M” rating
Rated operation current 120A for 20A 140A for 20A
(AS3133) 160A for 35A 180A for 35A
200A for 63A 200A for 63A
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BYA-63 series BYAF-32 series ZBENY

Weatherproof AC Isolating Switch Weatherproof
AC Isolating Switch o
Structure Application
ZIBENY The BYAF series of weatherproof isolating switches is a robust range of
switches suitable for virtually any esternal application included in the range are
1Pole 250V 2Pole 440V 3Pole 440V three and four poles switch from 20A to 32Athe base mounted mechanism
20A, 35A, 63A 20A, 35A, 63A 20A, 35A, 63A provides for easier wiring and more wiring room.
Parameter
_
Technical Parameter: Pole 3p 4P
e Conform to IEC60947-3 Rated Voltage 230~440VAC 230~440VAC
e Rated Current: 20A, 25A, 32A 20A 20A
® Rated Voltage: 230~440VAC Rated Current 25A 25A
® No. of Pole:3P, 4P 32A 32A
® EESS Approved Rated Frequency 50HZ
Reted Insulation Voltage 1000V
Rated Impulse Withstand Voltage 2.5kV
Rated Duty Un-interrupted
Short Torm Withstand Current 750 AFor 1Sound
Short Circuit Making Capacity 750A
Switch Rating AC-22A(According to IEC 60947-3)

Wiring Diagram

Contacts Poles Type IP Weight /
Wiring Diagram 04 Rating L2
e |

20A
25A Three poles  BYAF-32 P65 0.50kgs
B 32A

. . Py 20A
Dimensions(mm) 25A Fourpoles ~ BYAF-32 P65 0.54kgs
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BYAF-63 series BYAF-125 ZBENY

Weatherproof AC Switch-disconnector
AC Isolating Switch o s
Application Application
ZIBENY The BYAF series of weatherproof isolating switches is a robust range of ZIBENY BYAF-125 AC isolating switch is mainly used for AC rated
C € switches suitable for virtually any esternal application included in the range are c E A CB @ g_ Y )
three and four poles switch from 40A to 63Athe base mounted mechanism frequency SOHZ/GOHZ/ rated Work'ng V°|tage 1000V and below with

provides for easier wiring and more wiring room. rated working current up to 125A, used for AC side and ventilation of

photovoltaic system Control switches for equipment, air conditioning

and pump systems can also control small capacity AC motors.
Parameter AHLDS) [PRXES
. Design BYAF-63
Technical Parameter: Pole 3P 4P )
e Conform to IEC60947-3 Rated Voltage 230~440VAC 230~440VAC Type Instruction
e Rated Current: 40A, 63A 40A 40A
e Rated Voltage: 230~440VAC ReledEusL 63A 63A _ o
® No. of Pole:3P, 4P Rated Frequency 50Hz ° :;')I\I?Ih gaz‘:ﬁg‘;ﬁce’re"ab"'ty’ BYAF . 125 3p 1000V
® EESS Approved Reted Insulation Voltage 1000V ° Easp Installatic;n' l l l l
Rated Impulse Withstand Voltage 2.5kV y ’
° . .
Rated Duty Un-interrupted Max!mum Rated Current:125A; Product — Rated
Short Torm Withstand Current 750 AFor 1Sound * Maximum Rated Voltage:1000V; Code Current gt Voltage
Short Circuit Making Capacity 750A ® GB/T 14048.3;1EC 60947-3;
Switch Rating AC-22A(According to IEC 60947-3) @ lizal
solator
Switches 125A s 1000V AC
Wiring Diagram
ts . Poles Type P Weight/
Wiring Diagram 2307440¥ Parameter
(| Technical data Symbol Ratings Unit
03 [209 i
40A Three poles BYAF-63 P65 0.61kgs Rated operational voltage Ue 1000 Va.c.
e v g‘ l‘ g‘ G Rated operational current le 125 Aa.c.
Utilization category AC-21B
| ||| Rated frequency 50 Hz
03[9 Q0 40A
m 0 Four poles BYAF-63 P65 0.67kgs Number of AC poles 3
il mnEi Pollution degree 2
Tightening torque terminal
screws M6 (min.-max.) 3.5-4.0 N.m
8-1  AWG

Wire size (min.-max.)

10-50 mm’*
Method of mounting panel mounting
Positions. 9 (OFF) and 12 oclock (ON)
Method of operation Independent manual operation
ﬁ Rated impulse withstand voltage Uimp 6.0 kv
- \ g n Insulation voltage Ui 1000
39 5 g Rated short-time withstand current(1s) lew 1500
N @ N Rated short-circuit making capacity lem 2500
Allowed ambient temperature(min.-max.) REmbient -40~+70 °C
© ® T () 4 - Allowed storage temperature(min.-max.) Tstorage -40~+85 °C
A " D Relative humidity (max.), RH % %
90 \L wnho.ut conde.nsauon at20°C
89 IP rating terminals IP 20
O F= D) IP rating of the shaft in case of single P66
= = hole and four hole panel mounting
Weight 0.70 kg
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BYAF-125

AC Switch-disconnector
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BYAF-200

AC lIsolator Switches

A (€@
LISTED

® High performance, reliability,
low power loss;

® Easy Installation;

® Maximum Rated Current200A;

® Maximum Rated Voltage1000V

® GB/T 14048.3;|EC 60947-3;
AS/NZS 60947.3:2015; UL 508

Application

ZZBENY

ZIBENY BYAF-200 AC isolation switch is mainly used in the electrical circuit
with rated ac frequency of 50Hz, rated working voltage of 1000V and below,
and rated working current to 200A. It is used as the main switch of ac side of
photovoltaic system, ventilation equipment, air conditioning and pump system,
and can also control small-capacity ac motor.

Type Instruction

BYAF ° 200 3P 1000V
Product Max Rated Pole Rated
Code Current Voltage
AC lIsolator
Switches 2000 B 1000V
Parameter
Designation BYAF-200
Pole 3p
Ue | 220V 380V 660V
Standard Cat. 2a0v | agov | 59OV | gooy | 1000V
Ith 200A 200A 200A 200A 200A
IEC 60947-3 AC-21B 200A | 200A | 200A 200A 200A
EN 60947-3 AC-21A 200A 200A | 200A 200A 200A
GB/T 14048.3 AC-23A kW3ph 30 45 55 37 =
AC-3 kwW3ph 22 37 45 30 =
VOLTS -3 PH 120V [ 240V | 480V | 600V
UL 508 MOTOR-HP 15 | 30 | 60 | 60
GENERAL USE  150A 600V A.C.
Rated frequency 50160 Hz
Number of AC poles 3
Pollution degree 2
Tightening torque terminal 8-10 Nm.
screws M10 (min.-max.)
Wire size (min.-max.) =90 mm?*
Method of mounting panel mounting
Positions 9 (OFF)and 12 o’clock (ON)
Standard knob with long
(e screw to fix in shaft
. Independent manual
Method of operation operation
Rated impulse .
withstand voltage Uiy 8 kv
Insulation voltage Ui 1000
Rated short-time |
withstand current(1s) CH 2.5
Rated short-circuit
making capacity lem 2150 A
Allowed ambient o
temperature(min.-max.) Vet -40~+70 c
Allowed storage N
temperature(min.-max.) Tstorage -40~+85 C
Relative humidity (max.), o
without condensation at 20°C RH & &
IP rating terminals IP 20
IP ratimg of the shaft in case
single hole and four hold panel IP 65
mounting
Weight 1.25 kg
Auxiliary Contact Optional
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BYAF-200

AC lIsolator Switches
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Installation Dimensions
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