POLIKRISTAL

TT30-36P 30 Wp
TT50-36P 50 Wp

TS EN-IEC 61215, TS EN-IEC 61730-1

TS EN-IEC 61730-2, IEC 61804 (PID Free)

|IEC 62716 (Amonyak Testi) (Amonnia Test)

IEC 61701 (Tuz Testi) (Salt Test)

IEC 60068-2-68 ( Toz ve Kum Testi) (Dust and Sand)

TS EN 13501-5 (Tutusabilirlik Testi) (Flammability Test)

EN 1SO 9001:2015 -EN SO 10002:2014 -EN ISO 14001:2015

EN ISO IEC 27001:2013-EN ISO 50001:2011 -OHSAS 18001:2007
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Yiiksek Doniisiim Verimliligi High Conversion Efficiency
Yiiksek Panel Verimliligi Sayesinde, Yiiksek Gii¢ Gikisini Garanti Eder. High Panel Efficiency to Guarantee High Power Output.

Kendi Kendini Temizleyen ve Yansimayi Azaltan Cam Self- Cleaning and Anti-Reflection Glass

Cam Uzerindeki Ozel Kaplama Yiizey Tozunu Azaltrr. Coating Glass For Self- Coleaning Reduces Surface Dust.

Diigiik Istmmda Yiiksek Verimlilik Qutstanding Low Irradiation Performance

Sabah ve Bulutlu Hava Kosullarinda Dahi Yiiksek Panel Verimliligi Outstanding panel performance even in weak light conditions.

Miikemmel Dayanim Kapasitesi Excellent Durability
2400 Pa Riizgar Yuki, 5400 Pa Kar Yikine Kargi Dayanim Wind load up to 2400 Pa, Snow load up to 5400 Pa.

(=0 0~ +5W Pozitif Gii¢ Toleransi Positive Power Tolerance
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Standart katmanli garanti
Standard Two-Phase Warranty
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Malzeme ve isgilik

90%

23.

Garantisi 25 10 YILYEAR 1
Performans
Garantisi @ 25 Yil Performans Garantisi @ 10 Yil Malzeme ve isgcilik Garantisi
25-Year Performance Warranty 10-Year Material and Workmanship Warranty
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POLIKRISTAL POLIKRISTAL
TT36P (30 Wp) TT-36P (50 Wp)
Maksimum Gii¢ Peak Power (Pmax),(Wp) 30 50
Modiil Verimliligi Module Efficiency - -
Maksimum Gii¢ Gerilimi Maximum Power Voltage (Vmp) 19,5 19,6
Maksimum Gii¢ Akimi Maximum Power Current (Imp) 154 2,55
Acik Devre Gerilimi Open Circuit Voltage (Voc) 22,86 22,97
Kisa Devre Akimi Short Circuit Current (Isc) 2,64 2,69
Gii¢ Toleransi Power Tolerance - -
Maks. Sistem Anma Gerilimi Maximum System Voltage - -
Galigma Sicaklik Araligi Nominal Operating Cell Temp. -40 ~ +85°C -40 ~ +85°C
Giivenlik Fire Safety - -
Maks. Seri Sigorta Akimi Maximum Series Fuse Rating - -
MEKANIK OZELLIKLER
20 6
Hiicre Boyutu Cell Dimensions X “
78 156,75
Hiicre Sayisi Cells per Module 36(4X9) 36(4X9)
Agirlik Weight 0,64 0,64
Baglanti Kutusu Junction Box IP65 IP65
SICAKLIK KATSAYISI
Sicaklik Katsayisi Temp. Coeff. of (Isc) 0.048%/°C
Sicaklik Katsayisi (Voc) Temp. Coeff. of (Voc) -0.28%/°C
Sicaklik Katsayisi (Pmax) Temp. Coeff. of (Pmax) -0.45%/°C
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